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should include information on its con-
templated treatment of existing grade sepa-
rations along the section of its rail system 
proposed for electrification. 

The cost of reconstructing or modifying 
any existing railroad-highway grade separa-
tion structures solely to accommodate elec-
trification will not be eligible for Federal-aid 
highway fund participation. 
c. Railroad Structure Width

Two and eight tenths meters of structure 
width outside of the centerline of the outside 
tracks may be approved for a structure car-
rying railroad tracks. Greater structure 
width may be approved when in accordance 
with standards established and used by the 
affected railroad in its normal practice. 

In order to maintain continuity of off-
track equipment roadways at structures car-
rying tracks over limited access highways, 
consideration should be given at the prelimi-
nary design stage to the feasibility of using 
public road crossings for this purpose. Where 
not feasible, an additional structure width of 
2.5 meters may be approved if designed for 
off-track equipment only. 

[53 FR 32218, Aug. 24, 1988, as amended at 62 
FR 45328, Aug. 27, 1997]
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§ 650.101 Purpose. 

To prescribe Federal Highway Ad-
ministration (FHWA) policies and pro-
cedures for the location and hydraulic 
design of highway encroachments on 
flood plains, including direct Federal 
highway projects administered by the 
FHWA.

VerDate Dec<13>2002 12:57 Apr 14, 2003 Jkt 200074 PO 00000 Frm 00242 Fmt 8010 Sfmt 8010 Y:\SGML\200074T.XXX 200074T


